
FLUSH FRAME & INTERNAL CHASSIS

FLUSH BEZEL CODE CHASSIS CODE ENCLOSURE TYPE

600/FB 600/CP 600/EE

1000/FB 1000/CP 1000/EE   or  1000A/EE

1001/FB 1001/CP 1001/EE   or  1001A/EE

1002/FB 1002/CP 1002/EE   or  1002A/EE

FEATURES

*  Sheet Steel Construction

*  Hinged Doors

*  20mm Diameter Knockouts 

*  IP Rating IP43 

EQUIPMENT  ENCLOSURES

PRODUCT 
CODE

DOOR FIXING OVERALL DIMENSIONS (mm)
DOOR 
(mm)

WEIGHT

LENGTH HEIGHT DEPTH DEPTH

600/EE SCREW FIXING 325 230 77 2 2.5 Kg

1000/EE CAM LOCK 405 300 125 17 4.0 Kg

1000A/EE CAM LOCK 405 300 217 17 4.5 Kg

1001/EE CAM LOCK 500 400 150 20 6.5 Kg

1001A/EE CAM LOCK 500 400 150 20 7.0 Kg

1002/EE CAM LOCK 500 650 150 20 9.5 Kg

1002A/EE CAM LOCK 500 650 220 20 10.0 Kg

ENCLOSURES

600/EE

1000/EE

GENERAL DESCRIPTION

A range of Sheet Steel Enclosures  finished to RAL 9002 Grey White suitable for housing  Sealed Batteries or any other 
suitable equipment . Each Enclosure has a hinged door with either a Lock ( 2 keys provided ) or screw fixing . 
The Enclosures can either be Surface or Flush Mounted ( via flush bezel ) . Cable Entries are provided at the top of the 
Enclosure  .   A internal Chassis plate for each enclosure is also available 
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